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Product Specification  

  

Product Name: MicroSeal Cuff Seal Tape 

Manufacturer Part Number(s): CSLB-12WH, CSLB-34WH, CSLB-1WH, CSLB-2WH, CSLB-3WH 

Description: A conformable, white polyethylene tape wound on a 3” plastic 

core with perforations at 3 inch (7.6cm) intervals, used to 

ensure an effective seal between the glove and garment. 

Available in a length of 18 yards and a variety of widths. 

Manufactured at Micronova’s Torrance, CA facility. Designed 

for gowning in cleanrooms and controlled environments, ISO 5 

to ISO 9. 

Manufacturing Standards: ISO 9001 Certified Facility 

Physical Data:  

Materials of Construction: 

Film: 

Adhesive: 

 

Polyethylene 

Acrylic 

Dimensions: CSLB-12WH: ½ in x 18 yds 

CSLB-34WH: ¾ in x 18 yds 

CSLB-1WH: 1 in x 18 yds 

CSLB-2WH: 2 in x 18 yds 

CSLB-3WH: 3 in x 18 yds 

For Use with: (as needed) Good adhesion and removal for garments and gloves 

Autoclavability: Not autoclavable 

Chemical Compatibility: Good chemical compatibility with common solutions 

Packaging: Individually bagged. 

CSLB-12WH: 72 rolls per case 

CSLB-34WH: 16 rolls per case 

CSLB-1WH: 36 rolls per case 

CSLB-2WH: 24 rolls per case 

CSLB-3WH: 12 rolls per case 

Traceability: Part number and lot number on each bag and case 

Irradiation Standards: Not Irradiated 

Certificates: Certificate of Conformance available upon request and on 

website 
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